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46 (1.81)

STAR PART NUMBERS

Black
Powder
Coated

46 (1.81)

STAR PART NUMBERS

To open: 

Turn counter clockwise 1/6 

Insert key horizontally 

To lock: 

To open: 

Turn counter clokwise 1/6 

Insert key horizontally 

To lock: 

Save this instructioncard and 
spare key# for future reference.

Save this instructioncard and 
spare key# for future reference.

Key # for ordering sparekey
starting with 8_ _ or 9_ _Key # for ordering sparekey

starting with 8_ _ or 9_ _

Flush - Oval M/S Flush Oval

M/S Offshore flush mounted M/S Offshore mortise mounted

Key # for ordering sparekey
starting with 8_ _ or 9_ _

For spare keys please
contact Southco 

Within US: info@southco.com 
Outside US: mobella@southco.com 

How to determine your key combination

M/S Offshore

M/S Flush M/S Secure

M/S Talon

46 (1.81)

STAR PART NUMBERS

How to determine your  
key combination

Key Code Letter Length

Assembly

www.southco.com/MM

Panel Preparation

For top stop installation please refer to page 26.
For high seas handle installation please refer to page 29.

FWAHL
Southco
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Star-Slider
This attractive sliding door lock is the perfect choice for top-of-the-line boats and yachts. 
Its stylish pivot handles give cabin entries the elegant look and solid performance 
reminiscent of a luxury hotel suite.

Complemented with the highly secure Star-LockTM mechanism, it enhances the confidence 
and peace-of-mind of owners  
•	 Superior Star-LockTM capability provides enhanced three-axis pin tumbler security
•	 A one-piece pivot actuation latch with integrated lock mechanism provides reliable 

performance and a smooth, ergonomic feel in use
•	 Available in two options: 

1.	S tandard version with pivot handle on both sides and   
2.	 Flush version with pivot handle on the outside and flush handle on the inside

•	 All locks feature a hold open mechanism, which enables use with electric door  
operating systems

•	 Available with various latch module mechanisms,that allows usage on  
recessed doors and frames 

•	 Top-stop latching feature provides option to secure door in the full open, full  
closed, or partially open positions, prevents accidental closing even in rough seas

•	 Designed for doors in stainless steel and aluminium extrusions
•	 Fits doors from 23mm (0.9”) to 38mm (1.5”)
For spare keys please contact Southco Marine

Latch Module Options

Protruding hook

Heavy Duty

Standard

Standard Version

Flush inside Version

Top Stop Installation

MM Star Slider Entry Door Lock

www.southco.com/MM

6 (0.24)
19 (0.75)

4 (0.2)
33 (1.3)

93 (3.7)

34 9 ± 2
(1.37 ± .07)

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

Latch Module Options

STAR SLIDER ACCESSORIES

Mounting tool for striker MM-90-103-41

Top Stop MM-7520

Ramp for top stop MM-90-201-60

Assembly

Panel Preparation

Inside Outside
Latch mechanism options apply to  
Standard and Flush

30 (1.18)
R4 (4X) (0.16)

134 (5.3)

4 (0.2)

35 (1.4)

MAX  R7.5 (0.3)

Ø27 (Ø1.1)

Ø8 X2 (0.32)

69 (3)

12
6 

(5
)

40
.5

 (2
)

21
 (0

.8
1)

27 (1.1)

56 (2.2)

A
B

MIN 17.5
(0.69)

Ø8 COUNTER 
SINK 45º 2X (0.17)

Ø8 COUNTER 
SINK 45º 2X (0.31)

Centre line of door

STAR SLIDER PART NUMBERS

Latch Module
Door thickness

23 (0.93) - 28.5 (1.12) 28.5 (1.12) - 33.5 (1.32) 33.5 (1.32) - 38 (1.50)

Standard MM-03-131-14-10 • MM-03-132-14-10 • MM-03-133-14-10 •

Protruding hook MM-03-331-14-10 • MM-03-332-14-10 • MM-03-333-14-10 •

Standard top 
stop feature

MM-03-431-14-10 • MM-03-432-14-10 • MM-03-433-14-10 • 

Heavy Duty MM-03-531-14-10 • MM-03-532-14-10 • MM-03-533-14-10 •

Protruding hook, 
top stop feature

MM-03-631-14-10 • MM-03-632-14-10 • MM-03-633-14-10 •

Latch Module Options

HEAVY DUTY 120 (4.7)

18 (0.71)

106 (4.2)

For thinner doors please contact Southco Marine

MM Star Slider Standard Version

www.southco.com/MM

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

30.6 (1.2)

3 (0.12) 101 
(3.98)

180.5 
(7.1)

21 
(1.1)

40.5
(2)

21 (0.8)

Ø8 (0.32)

Ø27 (1.06)

Ø8 (0.32)

69 (3)

35 (1.4)

SEE DRAW J-MM-03-3
FOR MATCHBOX CUT OUTS

126 
(5)

130 
(5.1)

4 
(0.2)

30 
(1.18)

B A

M4 (2X)

R4.3 (4X) (0.17)
MAX R7.5 (0.3)

R4 (4X) (0.16)

STAR SLIDER ACCESSORIES

Mounting tool for striker MM-90-103-41

Top Stop MM-7520

Ramp for top stop MM-90-201-60

31 (1.2)

121 (4.8)

168.5 (6.6)

41 (1.6)

59 (2.3)

99 (4)

49 (2)

Ø 19 (Ø0.75)

31 (1.2)

121 (4.8)

168.5 (6.6)

41 (1.6)

59 (2.3)

99 (4)

49 (2)

Ø 19 (Ø0.75)

XX = 15 for port closing door   XX = 16 for starboard closing door
*For use in thinner doors, please contact Southco Marine

Assembly

Panel Preparation
Inside Outside

SLIDER PART NUMBERS - Flush inside version

Latch Module Locking  
Mechanism

DOOR THICKNESS (B)*

23 (0.9) - 28.5mm (1.12) 28.5 (1.12) - 33.5 (1.32) 33.5 (1.32) - 38 (1.50)

Standard. Star Slider  
chrome. Offset handle and 

flushed inside handle.
MM-03-131-XX-10 MM-03-132-XX-10 MM-03-133-XX-10

Star Slider chrome.  
Offset handle and  

flushed inside handle.  
Protruding hook.

MM-03-331-XX-10 MM-03-332-XX-10 MM-03-333-XX-10

How to determine your key combination

Key Code Letter Length

Latch Module Options

MM Star Slider Flush Inside Version

www.southco.com/MM

Latch Module Options

HEAVY DUTY 120 (4.7)

18 (0.71)

106 (4.2)

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

DOOR THICKNESS RANGE: 20.5 - 38mm (13/16” - 1 1/2”)
The Talon sliding-door lock is designed for aluminium extrusions, wood, or fiberglass doors. 

It offers:
•	 All marine-grade materials for superior corrosion resistance
•	 Positive-grip latch mechanism keeps doors closed under even extreme conditions
•	 Locks can be matched to other Southco deck latches. Please contact Southco Marine for 

further information

Available Options:
Locking:
	 Keylocking and non-keylocking versions. 
	 Non-keylocking features an exterior  
	 lock override. 
	 Non-keylocking version includes forend for  
	 wooden door applications.

Finish: 
	 A variety of finish options includes  
	 Anodized Aluminum,  
	 Powder Coated Black Aluminum, Chrome  
	 and Brass.

Accessories:
High-seas Handle:
	 Improved grip with a nice design for 
	  heavier doors.
Ramp for Top Stop:
	 Prevents the Top stop from interfering with 
	 the rail when sliding the door.
Top Stop:
	 Stop that holds door at any open position. 
Mounting tool for striker: 
	 Use to align door and striker.

For spare keys please contact Southco Marine

TALON ACCESSORIES
Mounting tool for striker
Top Stop
High-seas handles for chrome Talon
High-seas handles for black Talon
Ramp for Top Stop

MM-90-103-41
MM-7520
MM-7660
MM-7683
MM-90-201-60

How to use the mounting tool

1

2

3

4

High - Seas Handle  
(optional)

Ramp (Optional)

TALON PART NUMBERS

Without Key locking*
(egress opening from outside)

Key locking

Anodized aluminum
Powder coated black aluminum
Chrome
Diamond brass

Anodized aluminum
Powder coated black aluminum
Chrome
Diamond brass

MM-01-100-60
MM-01-100-50
MM-01-100-10
MM-01-100-40

MM-01-110-60
MM-01-110-50
MM-01-110-10
MM-01-110-40

MM-01-101-60
MM-01-101-50
MM-01-101-10
MM-01-101-40

MM-01-111-60
MM-01-111-50
MM-01-111-10
MM-01-111-40

MM-01-102-60
MM-01-102-50
MM-01-102-10
MM-01-102-40

MM-01-112-60
MM-01-112-50
MM-01-112-10
MM-01-112-40

MM-01-103-60
MM-01-103-50
MM-01-103-10
MM-01-103-40

MM-01-113-60
MM-01-113-50
MM-01-113-10
MM-01-113-40

20.5 - 23 mm
(13/16 - 29/32")

22.5 - 27 mm
(7/8 - 1 1/16")

27  - 34.5 mm
(1 1/16 - 1 3/8")

28.5 - 38 mm
(1 1/8 - 1 1/2")

Door thickness range

Top stop (optional)

High Seas Handle Installation

300    1.0 ±

11 13/16”    
5/128” ±

Talon Chrome   
key locking

Talon chrome & Diamond 
Brass  

without key locking

MM Talon Entry Door Lock

www.southco.com/MM

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

MM Talon Entry Door Lock without Key Lock

Imperial    Metric

A

B

C

D

E

F

G

H

 I

Nominal      Decimal

J

K       

L

M

N

O

P

Q

R

1  13/32

  1  1/2

   2 3/16

      3/4

  7  9/16

      3/8

2  7/32

1 13/32

     3/4

 1  1/2

  2 3/16

 5  5/8

 3  7/16

   15/16

 1  1/32

     9/32

     1/4

     1/4

1.41

1.49

2.18

  .75

7.56

  .374

2.224

1.41

  .75

1.49

2.18

5.63

3.445

  .945

1.024

  .276

  .250

  .250

  36

  38     

  55.5

  19

192  

    9.5

  56.5

  36

  19

  38     

  55.5

143

  87.5

  24

  26

    7

  6.35 

  6.35

H

A

B

C

D

E

F G

I

J

L

M

N
O

P

Ø R

Ø Q

Imperial    Metric

A

B

C

D

E

F

G

H

 
I

Nominal      Decimal

J

       K       

L

M

N

O

P

Q

R

S

T

U

V

X

  

      5/16

      5/32

  1  3/16

  6  5/32

      5/32

      5/32

    53/64

11  7/16

     11/32

     19/32 

       7/32

   2  7/32

   1  3/4

 1  13/16

       5/32

       5/16

       5/32

       5/32

   4  7/32

   1  3/16

 9  25/64

     31/32

       1/4

       1/4

       9/32

  .311

  .156

1.187

6.142

  .156

  .156

  .827

1.516

11.437

  .354

  .591

  .211

2.205

1.77

1.81

  .156

  .311

  .156

  .156

4.213

1.187

9.39

  .965

  .25

  .25

  .276

    7.9

    4     

  30.2

156

    4  

    4

  21

  38.5

290.5

    9

  15  

    5.5  

  56     

  45

  46

    4

    7.9

    4

    4

107

  30.2 

238.5

  24.5

    6.35

    6.35

    7

min.

max.

min.

max.

min.

max.

1 33/64

Ø A c sink
Ø B through

C

D

Rad. E
4 plcs.

Rad. F
2 plcs.

U = (Option for egress opening)

G

H

I
Rad.
 J
K L

Ø M Ø N c sink

Rad. O
Rad. P

Q

R
S

T Ø U
Ø V

X

Panel Preparation

Top Stop Installation

2"

1 2

3 4

5 6 87

A B C D

Without Key-lock Installation

1 2

3 4 5

www.southco.com/MM

FWAHL
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Dimensions in millimeters (inch) unless otherwise stated

MM Talon Entry Door Lock, Key Locking

P

A

D

B

C
E

F G

O

Q

R N

M

J

HG

L

Imperial    Metric

A

B

C

D

E

F

G

H

 I

Nominal      Decimal

J

K       

L

M

N

O

P

Q

R

 1  13/32

  1  1/2

  2  3/16

      3/4

  7  9/16

      3/8 

 2   7/32

      3/8

1  19/64

1  41/64

 3   7/32

      7/8

2  55/64

5    5/8

      3/4

1  13/32

1   1/2

2   3/16

1.41

1.49

2.18

  .75

7.56

  .374

2.224

  .374

1.299

1.634

3.228

  .87

2.85

5.63

  .75

1.41

1.49

2.18

  36

  38 

  55.5

  19

192

    9.5

  56.5

    9.5

  33

  41.5

  82

  22

  72.5

143

  19

  36

  38

  55.5

Ø A c-sink
Ø B through

C

D

Rad. E
4 plcs.

Rad. F
2 plcs.

G

H

I
Rad.
 J

K L

Ø M Ø N c-sink

Rad. O
Rad. P

Q

R
S

T Ø U
Ø V

Imperial    Metric

A

B

C

D

E

F

G

H

 
I

 

Nominal      Decimal
      5/16

      5/32

  1  3/16 

  6  5/32

      5/32

      5/32

    53/64

  1  33/64

11  7/16

    11/32

    19/32

      7/32

  2  7/32

  1  3/4

11  3/16

      5/32

      5/16

      5/32

      5/32 

  4  7/32

  1  3/16

9  25/64

    31/32

  1

      5/16

    .311

    .156

  1.187

  6.142

    .156

    .156

    .827

  1.516

11.437  

    .354

    .591

    .211

  2.205

  1.77

  1.81

    .156

    .311

    .156

    .156

  4.213

  1.187

  9.39

    .965

  1

    .314

    7.9

     4

  30.2

156

    4

    4

  21

  38.5

290.5

    9

  15

    5.5

  56

  45

  46

    4

    7.9

    4

    4

107

  30.2

238.5

  24.5

  25.4

    8

J

K

L

M

N

O

P

Q

R

S

T

U

V

min.

max

min.

max

min.

max

Panel Preparation

A B C D

Key-locking Installation

1 2 3 4 5 6

www.southco.com/MM

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

MF ProFlush Entry Door Lock
•	 Sealed to help prevent water intrusion
•	 Adjusting screws provide a tight fit to the door
•	 Suitable for doors between 9-13mm
•	 Available with two types of lock plugs 

-   Star lock system, provides high security with a pin tumbler lock plug 
-   3 wafer flat key (MIM) lock, provides security with a stainless steel plug and  
has a reversible key

•	 Shuttered lock plugs protect from debris
•	 Oval and square variant available

172 (6.78)

108 (4.3)

26.5
(1.0) 

  26
(1.0)

61.6 
(2.4)

49.6
(2.0) 

49.6
(2.0) 

11 (.433) to 
13 (.513)
with
SPACER
9 (.354)

LOCK CYLINDER
(Star Lock shown)

164 (6.44)

85.5 (3.4)

26.5
(1.04) 

  26
(1.0)

61.6 
(2.4)

49.6
(2.0) 

49.6
(2.0) 

LOCK CYLINDER
(Star Lock shown)

PART NUMBER

Pro Flush Latch* Oval Square
Star Lock MF-05-430-24 MF-05-530-24

Disc Tumbler Lock MF-05-450-24 MF-05-550-24

*	 Two grip friendly overmolded keys and a  
	 keeper supplied.

•	 Improved security in a compact package
•	 6 pin tumblers provide similar  

protection to full sized DIN lock
•	 Marine grade materials resist corrosion
•	 Key features an ergonomic key grip and  

robust feel
•	 Stainless steel lock for strength and  

corrosion resistance
•	 Locks can be matched to other Southco 

deck latches. Contact Southco Marine 
for information

•	 Flat overmolded key provides  
comfortable grip

Star Lock System

3 wafer flat key (MIM) system

For spare keys please contact Southco Marine

www.southco.com/MF

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

Accessories PART NUMBER

Oval Spacer MF-92-400-24

Square Spacer MF-92-500-24

Mounting Tool MF-90-400-10

 152.2 ±0.2
(5.99 ±.007)

 139 ±0.5
(5.47 ±.01)

 R12.7 (.5)

 Ø 6.6 
(.26        )

 +0.2
  - 0

 +.007
  - 0

70 ±0.5
(2.76 ±.001)

 DOOR Pro Flush 
 FRAME Keeper

 28.25
 (.111)

Install keeper
with No. 8 or
M4 flat 
head screws
(2)

 14.12
 (.056)

Ø 6.2
(.244)

152.2
(6.0)

Oval

Square

139.7    
(5.5)

67.4
(2.65)

108.6
(4.3)

R10
(.4)

1 2 3 4

1 2 3 4

•	 Spacer accessory available for doors 
that are 10mm (.42") thick 

•	 Spacer allows use in thinner door 
thickness to 9mm (.35")

•	 A keeper mounting tool is available  
that quickly marks the correct location  
for the keeper mounting screws

Mounting Tool

Spacer

Accessories

Panel Preparation

GASKETS

KEEPER

Tightening screws (M4)  
with a Torx T10 tool provides gasketed seal 

16.6 (0.654)

4 (.15) 9.2 (.36)

28.5 (1.12)
42

(1.67)

Ø 4.4 (.17)
thru hole
Ø 8 (.315)
countersink

Keeper

How to determine your key combination

Key Code Letter Length

www.southco.com/MF

Gasket Seal

FWAHL
Southco

http://www.aboveboardelectronics.com/design-guide/order-form.php?comments=From+Southco+CatalogMarine
http://www.aboveboardelectronics.com/


CABIN & COCKPIT ENTRY HARDWARE
A

34

Dimensions in millimeters (inch) unless otherwise stated

MF Flush Entry Door Lock

DOOR THICKNESS: 12.7mm (1/2”) or 10mm (3/8”) with optional spacer.
The popular Flush sliding-door lock allows for a wide range of movement for sliding doors. 
The unique, low-profile design allows for a multitude of sliding door designs, even doors 
that retract into the bulkhead. The flush design allows companionway doors to slide into 
recessed pockets without interfering with the helm station.
•	 Allows for 100 - 150mm (4”- 6”) more door travel than traditional  

sliding-door lock styles	
•	 Safety lock prevents the door from being locked from the inside.  

To activate: turn key clockwise and remove
•	 Shipped with striker and two keys
•	 Locks can be matched to other Southco deck latches. 

Contact Southco Marine for more information

Available Options:
Sealing: Weatherproof and watertight seals. 
Material/Finish: Stainless Steel, Aluminum anodized, Black anodized or White powdercoat. 
Shape: Oval or rectangular design.

Accessories.
Spacer to accept a 10mm (3/8”) door thinkness  
Mounting tool for striker

FLUSH OVAL Stainless steel Imperial    Metric

A

B

C

D

E

F

G

H

 I

J

Nominal      Decimal

      1/2 

    3  7/8

    49/64

    49/64

3    3/4

5  53/64

    53/64

    33/64

    13/64

1    3/4

   .500

 3.878

   .768

   .772

 3.74

 5.827

   .827

   .512

   .197

 1.752  

    12.7

    98.5

    19.5 

    19.6

    95

  148

    21

    13

      5

    44.5

Imperial    Metric

A

B

C

D

E

F

G

H

 I

J

Nominal      Decimal

      1/2 

  1  1/8

    25/32

3  49/64

    53/64

    2  7/8

  5  9/32

    21/64

    15/64

1    3/4

   .500

 1.122

   .787

 3.760

   .827

 2.875

 5.281

   .335

   .236

 1.752  

    12.7

    28.5

    20

    95.5

    21

    73

  134

      8.5

      6

    44.5

FlushFlush Oval

D

H

C

E

I

G

A

F

B

D

H

C

E

I

G

A

F

B

FLUSH with Weather proof seal

FLUSH with Watertight seal

FLUSH Standard version, white

For spare keys please contact Southco Marine

www.southco.com/MF

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

A

Rad. B

C

D

Ø E

Spacer accessory available for doors that are 10 mm (3/8”) thick.  
The spacers are available in clear or black anodized aluminium.

Options

MF-92-100-50 Black anodized MF-92-300-24
Oval Spacer  
(Stainless Steel)

MF-92 -100-60 Clear anodized

Panel Preparation

Installation

Flush Oval & Square Long

Imperial    Metric

A

B

C

D

E

Nominal      Decimal

 2  1/2

     5/16

 4  1/2

 5  5/16

     1/4

  2.5

    .313

  4.5

  5.315

    .25

  63.5

    8

114

135

    6.35

Imperial    Metric

A

B

C

D

E

Nominal      Decimal

  2  1/2

      5/16

  4  1/2

4  61/64

      1/4  

  2.5

    .313

  4.5

  4.95

   .25

  63.5

    8

114

125.7

    6.4

Flush Square Short

Mounting tool part numbers:  
Standard Flush: MF-90-102-10  
Stainless Steel Flush: MF-90-103-10

A keeper mounting tool is available that quickly marks the correct location 
for the keeper mounting screws

1 2 3 4

1 2

To open:  

 

Turn counter clockwise 1/6  

Insert key horizontally  

To lock:  

To open:  

 

Turn counter clokwise 1/6  

Insert key horizontally  

To lock:  

Save this instructioncard and  
spare key# for future reference. 

Save this instructioncard and  
spare key# for future reference. 

Key # for ordering sparekey 
starting with 8_ _ or 9_ _ Key # for ordering sparekey 

starting with 8_ _ or 9_ _ 

Flush M/S Flush Oval 

M/S Offshore flush mounted M/S Offshore mortise mounted 

Key # for ordering sparekey 
starting with 8_ _ or 9_ _ 

For spare keys please 
contact Southco  

Within US: info@southco.com  
Outside US: mobella@southco.com  
 

How to determine your key combination 

M/S Offshore 

M/S Flush M/S Secure 

M/S Talon 

 

How to determine your key combination

www.southco.com/MF

Part Number Selection

S 	 Shape
1 	 Square Short (D = 125.7mm) 
2 	 Square Long (D = 135.7mm, Not in 

Stainless Steel)
3 	 Oval (Stainless Steel Finish Only)

T 	 Type
1 	 Standard
2 	 Weatherproof
3	 Splashproof
For fully sealed waterproof version please see 
“ProFlush” on page 32

FF 	Finish
24 	Stainless Steel 
50 	Black
60 	Aluminium
70 	WhiteMF	 -	 0		  -		  10	 - FFST

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

ACTUAL SIZE

MG Star Sailor Entry Door Lock

95 (3.74)

76 (2.99)

15.5
(.61)

55.9
(2.2)

R12.5
(.49)

M4 Screw x 2

Panel

Lock module

Female 
Screw x 2

30.5 
(1.20)

MG-05-736-24 MG-05-733-24

22.2 (.87) 12 (.47)
16.1 (.63)
17.6 (.70)25.2 (.99)

57.4 
(2.26)

Stamped key combination

Optional
spacer

1mm gasket 
to enable 
1/2” door 
thickness

14 
(.55)

95 (3.74)

76 (2.99)

15.5
(.61)

55.9
(2.2)

R12.5
(.49)

M4 Screw x 2

Panel

Lock module

Female 
Screw x 2

30.5 
(1.20)

MG-05-736-24 MG-05-733-24

22.2 (.87) 12 (.47)
16.1 (.63)
17.6 (.70)25.2 (.99)

57.4 
(2.26)

Stamped key combination

Optional
spacer

1mm gasket 
to enable 
1/2” door 
thickness

14 
(.55)

•	 Suitable for 12mm and 22mm entry  
door thicknesses 

•	 Provide high-end security with the  
Star-Lock system´s three-axis six-pin  
tumbler design

•	 Locks can be matched to other Southco 
deck latches . Contact Southco Marine 
for more information

 
Material and Finish
Lock Case: 316 Stainless Steel 
Internal Components: 316 Stainless Steel  
Star Plug: Brass 
Spring: 316 Stainless Steel 
Screws: 316 Stainless Steel 
Gasket: Rubber (12mm version)

Optional Spacer: 316 Stainless Steel 
Part number: MG-05-115 
Use with MG-05-733-24 to enable  
10mm Door thickness 
Use with MG-05-736-24 to enable  
20mm Door thickness

Assembly

Installation

94.8 (3.73)2 (.08)

55.4
(2.18)

Optional Spacer (2mm)

95.5 (3.76)
84 (3.31)
70 (2.76)

1.5 (.06)

A. Door thickness (see table)

R4 (.16)

53
(2.09)

45
(1.77)

Panel Preparation

Part Number Selection

C   Door Thickness (A)
 3  12mm (.5)
 6  22mm (.86)

MG	 -	 05	 -	 73		  -	 24C

www.southco.com/MG

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

Striker Alignment

Strikers
Striker: 
Anodized Aluminium: MG-90-102-60 
Anodized Black: MG-90-102-50 
B: 8.6 ±1.3 (.34) ± (.51) 
C: 37.5 ± 2.5 (1.48) ± (.09) 
D: 2.0 ± 1.2 (.80) ± (.04) 
 

P-Striker: 
Anodized Aluminium: MG-90-105-50 
Anodized Black: MG-90-105-61 
B: 8.6 ±1.3 (.34) ± (.51) 
C: 37.5 ± 2.5 (1.48) ± (.09) 
D: 2.0 ± 1.2 (.80) ± (.04) 
 
 

Eyelet Striker: 
Stainless Steel: MG-90-103-24 
B: 37.5 ± 2.5 (1.48) ± (.09) 
E: 2.9 ± 1 (.11) ± (.03) 
F: 37.5 ± 2 (1.48 ± (.07) 
G: 5.8 ± .4 (.23) ± (.01) 
 
 
 
 

33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B

C

Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
direction

33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B

C

Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
direction

33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B

C

Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
direction

33 (1.3)
2 x Ø 4.5 (.18)

2 x Ø 3.7 (.15)

8 (.32)

13 (.51)

9 (.35)

15 (.59)

15 (.59)
4 (.16)

M5

M5

11 (.43)

6 (.24)

8 (.32)

G

D

F

E
B

C

Ø 12 (.47)

3 (.21)15 (.59)
Prefered load

direction

Prefered load
direction

48 (1.89)

50.8 (2)

16
(.63)

26.8
(1.06)

Prefered load
direction

www.southco.com/MG

FWAHL
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Dimensions in millimeters (inch) unless otherwise stated

MG Secure Entry Door Lock

DOOR THICKNESS: 12mm (7/16”) (or 10mm (3/8”) with optional spacer)
The Secure is designed for both swinging and sliding doors. It can be used on acrylic or 
wood doors, bi-fold doors, hatches, and companionway drop-in boards. The Secure is easy 
to install, since no fasteners are required - simply snap the Secure over the door edge.
•	 Offered in all corrosion-resistant materials, including Polyamide,  

Stainless Steel, and Brass
•	 Outside keylocking with interior sliding privacy lock
•	 Supplied with striker and two keys

Available Options:
Finish: White or black polyamide case available.

Accessories:
Locking: Optional black day key available.
Spacer: Optional spacer available to accept a 10mm  (3/8”) door thickness.
Striker: Numerous strikers available in clear or black anodised aluminum or stainless steel.
Different shapes available.
For spare keys please contact Southco Marine

Imperial    Metric

A

B

C

Nominal      Decimal
 3  27/64

 2  11/64  

     15/32 

  3.43

  2.17

    .47

    87

    55

    12

SECURE PART NUMBERS

MG-01-110-50 MG-01-110-70

MF-96-XXX-41

MG-90-102-60

MG-90-102-50

MG-90-103-24

MG-90-104-24

MG-92-100-50

Black White

ACCESSORIES

Day key, black

Striker, anodized aluminum

Striker, anodized black

Eyelet striker, stainless steel

Eyelet striker, offcenter, stainless steel

Spacer for 10mm (3/8") door thickness

With P-striker and two keys

C

B

A

www.southco.com/MG

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

Panel Preparations

Rad. E

A B

C

D

F

G

Imperial    Metric

A
B
C
D
E
F
G

Nominal      Decimal
 3  13/32
 2  25/32
       5/16
       5/64
      5/32
 2  27/32
 1  23/32

  3.406
  2.776
    .315
    .079
    .156
  2.835
  1.713

  86.5
  70.5
    8
    2
    4
  72
  43.5

Installation

To open: 

Turn counter clockwise 1/6 

Insert key horizontally 

To lock: 

To open: 

Turn counter clokwise 1/6 

Insert key horizontally 

To lock: 

Save this instructioncard and 
spare key# for future reference.

Save this instructioncard and 
spare key# for future reference.

Key # for ordering sparekey
starting with 8_ _ or 9_ _Key # for ordering sparekey

starting with 8_ _ or 9_ _

Flush - Oval M/S Flush Oval

M/S Offshore flush mounted M/S Offshore mortise mounted

Key # for ordering sparekey
starting with 8_ _ or 9_ _

For spare keys please
contact Southco 

Within US: info@southco.com 
Outside US: mobella@southco.com 

How to determine your key combination

M/S Offshore

M/S Flush M/S Secure

M/S Talon

•	 How to determine your  
key combination

1 2

3

www.southco.com/MG

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

Part number

MG-03-630-24 

Panel Preparation

Keyway

Interior
(Privacy knob)

Lock
module

8.6 (.34)

16.3
(.64)

2
(.09)

12.7 (.5)

16 (.63)

78 (3.07)

95 (3.74)

64 (2.52)

2X R12.5
(.5)

6 (.24)

45 (1.77)

7.5 (.3)

10.5 (.41)

2X R5.9 (.23)
78 (3.07)

18 (.71)

8.3 (.33)

2X Ø5 (.2) Thru-hole 
Countersunk 45˚

2X Ø5 (.2) Thru-hole 
Ø8 Countersunk 45˚

15.5
(.61)

65 
(2.56)

11 
(0.43)

Ø23 
(.91)

45
(1.77)

A

R12.8 (.5)
R6.4
(.25)

60
(2.36) 64.5

(2.54)

2X R6.4 (.25)

96 
(3.78)

2 (.08)

18.5 (.73)

Minimum panel thickness A 20 mm (0.71), Maximum panel thickness 44 mm (1.75). 
No mounting hardware included.

Flush mount panel preparation shown

Gain more stylish and more secure locking performance for specialised door applications 
in sail or motor boat and yacht construction. The Mobella L-Star is ideal for washboard 
entry ways – even those angled up to 7˚ beyond perpendicular – as well as for bi-fold 
doors and other cabin or entry doors. The security of the Star-Lock mechanism adds 
peace of mind, while all-marine-grade construction ensures robust performance.
•	 Enhance high-end security with the hard-to compromise  

Star-Lock three-axis six-pin tumbler design
•	 Locks can be matched to other Southco deck latches  

Contact Southco Marine for more information
•	 Simplify installation with slip-in mounting on the back edge  

of the door
•	 Satisfy customer preferences with a variety of decor options  

-  including diamond brass, polished chrome and satin finishes
•	 Accommodate door thicknesses from 19 mm to 45 mm without a recess, and engage  

with overhead hatches of 10 mm or thicker

MG L-Star Entry Door Lock

www.southco.com/MG

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

Panel Preparation

Striker

Striker Part number

MG-90-300-24 

Hatch

L-Star

Panel

0˚ to 15˚

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

Gasket

Striker Hood Part number

MG-90-330-24 

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

Gasket
Panel Preparation

2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 

Striker Hood

Minimum panel thickness without recess 19 (.75). Angle range 
between hatch and panel  -7˚ to +7˚. No mounting hardware supplied.

Flush mount panel preparation shown

The Striker Hood is designed for thin panels, or where the panel may 
not be suitable to directly attach the striker.  Note:  A striker must be 
used with the Striker Hood.

www.southco.com/MG

FWAHL
Southco
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Dimensions in millimeters (inch) unless otherwise stated

90
(3.5)

106
(4.17)

16 (0.63)

2X Ø5 (.2) Thru-hole 
Ø8 Countersunk 45˚

10.5 (0.41)
6

(0.24)
7.5 (0.3)

2 (0.08)

57.25
(2.25)

62.5
(2.46)

8.6 (0.34)

16.3
(.64)

2.2
(0.09)

2 (0.08)
16.1 (0.63)

16.1 (0.63)

How to order Single Star

Part number formula MG-04-53C3-FF

DOOR THICKNESS

C3

0 22-30mm (7/8-1 3/16”)

1 28-37mm (1 1/8-1 1/2”)

2 36.5-45mm (1 7/16-1 3/4”)

FINISH Handle/Privacy/Escutcheons

FF
10 Chrome

20 Satin (matte chrome)

40 Diamond brass

Panel Preparation

16.5
(.65)

13 (.51) 106.5 (4.19)

78 (3.07)

11 (.43)

Ø23 
(.91)

45 (1.77)

Key side

Interior (Privacy knob side)

Ø23 
(.91)

45
(1.77)

16.5 (.65)2 (.08)

62 (2.44)

C3*

Interior
(privacy 
knob) Panel

Lock module

Keyway

*see part number table

The Mobella Single Star-Lock provides the flexibility and functionality of a deadbolt 
that can be installed alone or combined with another latch mechanism for cabin doors, 
washboard doors, and other door security. By combining reliable Star-Lock performance, 
all-marine-grade construction, and a clean look with multiple keyhole finish options, 
it offers the perfect blend of robustness and style for sail or motor boat and yacht 
applications. 
•	 Enhance high-end security with the hard-to-compromise  

Star-Lock three-axis six-pin tumbler design
•	 Locks can be matched to other Southco deck latches 

Contact Southco Marine for more information
•	 Mortise mount design provides a clean appearance
•	 Satisfy customer preferences with a variety of decor options –  

including diamond brass, polished chrome and satin finishes
•	 Accommodate door thicknesses ranging from 22 mm to 45 mm

MG Single Star Entry Door Lock

www.southco.com/MG

FWAHL
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Dimensions in millimeters (inch) unless otherwise stated

Panel Preparation

Striker

Minimum panel thickness without recess 19 (.75). Angle range 
between hatch and panel  -7˚ to +7˚. No mounting hardware supplied.

Flush mount panel preparation shown

Striker Part number

MG-90-300-24 

Hatch

Single Star

Panel

0˚ to 15˚

Striker Hood

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

Gasket

Striker Hood Part number

MG-90-330-24 

77 (3.03)

50
(1.97)

2X Ø8 (.32)

15 (.59)

Min 10 (.4)

4X R6.35
(.25)

95 (3.74)

30
(1.18)

6.5 (.26)

7 (.28)Ø6 (.23)

GasketPanel Preparation

2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 

2 (.08)

90 (3.54)

77 (3.03)

12.5
(.49)

20
(.8)

27.8
(1.09)

26.7
(1.05)

4X R6 (.24)

Min 
21 (.83)

92 (3.62)

77 (3.03)
50

(1.97)

Depth 
2 (.08)

Depth 
Min 18 (.71)

22
(.87)

15 (.59)

Prebored8X R6.35
(.25)

2X Ø4.7 (.19) Thru-hole 
Ø8 Countersunk 45˚ 

The Striker Hood is designed for thin panels, or where the panel may not 
be suitable to directly attach the striker.  Note:  A striker must be used 
with the Striker Hood.

www.southco.com/MG
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Dimensions in millimeters (inch) unless otherwise stated

Transom Door Latch-Magnetic 
•	 316 stainless steel
•	 Designed for 12mm (1/2”) doors
•	 Features an adjustable slide bolt 
•	 Comes with striker (magnetic)
•	 Screws not included
•	 Locking and Non-locking versions

Part No A mm B mm C mm D mm E mm

Non-Locking M5-60-101-8 90 (3 1/2”) 55 (2 3/16”) 9.3 (3/8”) 21 (7/8”) 70 (2 3/4”)

Locking M5-60-111-8 90 (3 1/2”) 55 (2 3/16”) 9.3 (3/8”) 21 (7/8”) 70 (2 3/4”)

Double Knob Transom Door Latch-
Magnetic 
•	 316 stainless steel
•	 Designed for 12mm (1/2”) doors
•	 Rim mount
•	 Available both with and without locking
•	 Comes with striker magnetic  

M5-C-305-8
•	 Screws not included

Part No Model A mm B mm C mm D mm E mm

M5-60-152-8 W/ Lock 91 (3 9/16”) 56 (2 7/32”) 9 (11/32”) 21 (7/8”) 70 (2 3/4”)

Oval Single Side Transom Door  
Latch-Magnetic
•	 316 stainless steel
•	 Surface mount, no need for cut out
•	 Features an adjustable slide bolt
•	 Screws not included

Part No Striker A mm B mm C mm D mm E mm

M5-60-201-8 Flush 91 (3 9/16”) 56 (2 7/32”) 9 (11/32”) 15 (5/8”) 70 (2 3/4”)

M5-60-305-8 Rim 91 (3 9/16”) 56 (2 7/32”) 9 (11/32”) 21 (7/8”) 70 (2 3/4”)

Flush Striker M5-C-801-8

www.southco.com/M5

M5 Transom Door Latches · Stainless Steel

FWAHL
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Dimensions in millimeters (inch) unless otherwise stated

www.southco.com/M5

TRANSOM LATCH - SPRING BOLT 
•	 316 stainless steel housing with nylon  

slide
•	 Simple spring loaded slide latch  

well-suited for fibre glass doors
•	 Features an adjustable slide bolt
•	 Available as both single and double  

sided
•	 Screws not included

A 900 Rim mount B Rim mount

Part No. Model A B C D E

Latch M5-60-302-8 Double Side 91(3 5/8”) 56 (2 1/4”) 9 (3/8”) X X

M5-60-309-8 Double Side 91(3 5/8”) 56 (2 1/4”) 9 (3/8”) X X

M5-60-305-8 Single Side 91(3 5/8”) 56 (2 1/4”) 9 (3/8”) X X

Strikers M5-C-301-8 A X X X 22 (7/8”) 56 (2 1/4”)

M5-C-304-8 B X X X 22 (7/8”) 70 (2 3/4”)

TRANSOM LATCH - SPRING BOLT 
•	 316 stainless steel with nylon slide
•	 Spring bolt can be reversed to  

accommodate for both left and right  
swing

•	 Flush mount striker plate included
•	 Mounting hardware not included

TRANSOM LATCH - SPRING BOLT 
•	 316 stainless steel
•	 Two striker options available
•	 Mounting hardware not included
•	 Heavy duty construction

Part No A mm B mm C mm D mm

M5-60-451-8 72 (2 3/4”) 27 (1 1/16”) 20 (3/4”) 30 (1 3/16”)

Part No Striker

M5-60-205-8 Flat

M5-60-206-8 Standard

37 ± 0.1
(1.457 ± 0.004)

27.07
(1.07)

32 (1.26)

137.3
(5.41)

25 (.98)
38.1
(1.5)

22
(.87)

2 (.8)
2X Ø8 (.31)

32 (1.26)
60

(2.36)
48

(1.89)

13 (.51)

2X Ø5.9
(.23)

2X Ø8
(0.31)

2X Ø5.9 
(0.23)

33 (1.3)

2X Ø 6.35   
(0.25        )

+0.2
0

+0.008
-0

37 ± 0.1
(1.457 ± 0.004)

27.07
(1.07)

32 (1.26)

137.3
(5.41)

25 (.98)
38.1
(1.5)

22
(.87)

2 (.8)
2X Ø8 (.31)

32 (1.26)
60

(2.36)
48

(1.89)

13 (.51)

2X Ø5.9
(.23)

2X Ø8
(0.31)

2X Ø5.9 
(0.23)

33 (1.3)

2X Ø 6.35   
(0.25        )

+0.2
0

+0.008
-0

Panel Preparation

FWAHL
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