




Buchanan
Eurostyle
Electronic
Connectors

Series
01-Standard
02-Standard
03-High Profile
04-Angular 
05-Dual Pin
06-Test Points
07-Two Tier
08-Three Tier
51-Flush Mount Plug-In
52-Plug-in Connector
71-Header Strip
72-Shrouded Open-End Header
73-Shrouded Closed-End Header

Mounting
Configuration
V-Vertical

Mounting
H-Horizontal

Mounting
U-Universal

(Horizonal &
Vertical)

No. Of
Circuits
02-2 Circuits

(etc.)

Plating
T-Tin
S-Silver
A-Gold .000012
B-Gold .000020
C-Gold .000030

First Number 
in Series
Designator*

Options (If
Applicable)
11- 12345...
12- ...54321
15- 12345...
16- ...54321
B- *Black (Housing)

*Consult Factory For
Availability

Wire
Connection
C- Cage Clamp
W- Wire Protector
I- Insul. Displ.
T- Tubular Screw

(W/O Wire 
Protector)

N- None (Headers)

Pitch
(C/L Spacing)
3- 3,5mm
4- 5,0mm
5- 10,0mm
7- 7,0mm
8- 5,08mm
9- 10,16mm

Eurostyle Electronic Connectors
Overview

BUCHANAN CATALOG NUMBERING CODE
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B 0 1 C 3 V 0 2 T 1 1 A A

NOTE: All catalog number combinations are not valid. 
Check appropriate catalog pages before ordering.

OPTIONAL PLATING
To order optional gold or silver plating, change the letter “T” at the end of the catalog
number for your connector/header to one of the code letter selections below:
CODE
A = Gold (.000012)
B = Gold (.000020)
C = Gold (.000030)
S = Silver

Example: B01W3V06T is a 3,5mm pitch connector with wire protector, vertical-mount
solder pins, 6 terminals long, with standard tin plating (T).

“First Number In Series” Designator*

A = 1
B = 2
C = 3
D = 4
E = 5

* Letters in this position designate the first number to be used in the consecutive
sequence. Ex.: “A” would start the sequence with the number 1. “EK” would start the
sequence with the number 50. “BKK” would start the series with 200. For non-sequential
numbering and special characters; consult factory.

OPTIONAL TERMINAL IDENTIFICATION
Select the desired version from the list below and add the CODE NUMBER (11, 12, 15 or
16) to the end of the catalog number of the connector or header.
CODE
11 = 1 2 3 4 . . .
12 = . . . 4 3 2 1
15 = 1 2 3 4 . . .
16 = . . . 4 3 2 1

Example:  B02W4V06T11 has consecutive terminal numbering, starting with numeral 1.

...54321
12345...

1 2 3 4 . . .
. . . 4 3 2 1

F = 6
G = 7
H = 8
J = 9
K = 0
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Pitch (C/L Spacing)
2- 5,08mm
5- 5,0mm
25-0.250”

Mounting Configuration
V-Vertical Mounting
R-Right Angle (Horizonal)
A-Angular 45° Connections

No. of Circuits
02-2 Circuits
(etc.)

Options for 5MDV
P-Connector/Header Combo
H-Header

Color Option
1-Black
none-Green

Series
EE- Standard, Cage Clamp
EHD- Header
ESD- Pluggable Connector, Locking, Cage Clamp
KE- Standard, Cage Clamp
LE- Angular 45°, Cage Clamp
LEE- Double Decker, Cage Clamp
M- Standard, Wire Protector
MD- Pluggable Connector, Flush Mount, Wire Protector
S- Screwless Clamp
UL- Standard, Wire Protector

2 M V - 0 2 S u f f i x - 1
RDI CATALOG NUMBERING CODE

NOTE: All catalog number combinations are not valid. 
Check appropriate catalog pages before ordering.
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THOMAS & BETTS TERMINAL
BLOCKS OFFER A BROAD
RANGE OF CONNECTION
STYLES:

CAGE CLAMP

The cage clamp includes a “wire-
guard” to prevent miswiring when
the cage clamp is in a lowered
position. The “wire-guard” actually
blocks the wire from being
mistakenly installed outside of the
cage clamp. It is particularly
beneficial in applications involving
reduced v i s ib i l i t y  o r  d i f f i cu l t
accessibility.
• Provides best Connection
• Guards against miswiring

OPEN CLOSE

WIRE PROTECTOR
The wire protector version supplies a
plate to shield the wire from being
cut by the screw.
• Provides Low profile
• Economical Price

OPEN CLOSE

TUNNEL CONNECTION

• Same design as wire protector but
without shielding plate.

• Ideal for solid wire.
• Most Economical price.

SCREWLESS CLAMP

• No screwdriver required.
• Cam levers clamp onto wire.
• Saves installation time

TWO PIECE/PLUGGABLE
VERSIONS
Two Types of Header:
• Connector/Shrouded Header
• Automatic polarization
• Locking arm retention

• Connector/Stick Header
• Low Profile
• Space Saving

STANDOFFS PREVENT
CORRISION PROBLEMS
Standoffs help rid your PCB of any
remaining corrosive agents during
rinsing operations. No trapped
solutions in the immediate PC pin
area significantly reduces the risk of
postwave corrosion problems.

SNAP TOGETHER
STAY TOGETHER

Modular Eurostyle Blocks are
designed with a  dovetail and special
detent to provide a more reliable
attachment after combining smaller
size Eurostyle Blocks to increase the
number of available wire positions.

UL RECOGNITION AND CSA
CERTIFICATION

Eurostyle terminal blocks and
interconnection components are
recognized under the Component
R e c o g n i t i o n  p r o g r a m  o f
Underwriters Laboratories and
certified by Canadian Standards
Association. (Consult individual for
status of a specific series.)

EXCEPTIONAL UL
FLAMMABILITY CLASSIFICATION

All Eurostyle Blocks are rated to a
Flammability Classification of UL
94V-0. To achieve the UL94V-0
classification, all materials are tested
and proven to be self-extinguishing.

MIL STANDARD
SOLDERABILITY

The RDI brand warrants the
solderability of Eurostyle Blocks to
MIL-STD-202, Method 208 for 18
months from the date of purchase
from the factory. S u p e r i o r  P C
p i n  p l a t i n g specifications are
meticulously monitored to ensure a
long product shelf-life and excellent
solder wetting characteristics.

EUROSTYLE - OVERVIEW 
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Eurostyle Electronic Connectors
One Piece

 

DESCRIPTION/APPLICATION

 

Designed to European specifications,
these one piece blocks facilitate wire
to PC board connections. While all
blocks are modular and can be
interlocked together to extend the
number of terminals to any length,
molded-to-length versions are also
available.

DESIGN ADVANTAGES
• Pitches Available

• 2,5mm (0.098”)

• 3,5mm (0.138")

• 5,0mm (0.197")

• 5,08mm (0.200")

• 0.250" (6,35mm)

• 7,0mm (0.276”)

• 10mm (0.394”)

• 10,16mm (0.400”)

• Effective 2,5mm for Double Decker
Design.

• Vertical and horizontal solder pins
available for most lines.

• Available in four connection styles:
• Cage clamp for superior

connection.

• Wire protection for economical
designs.

• Tunnel connection for most
economical designs.

• Screwless clamp for quick
connections.

• Special “interlocking” feature allows
any length connector to be
assembled in modular fashion —
Also available molded to length.

• Thermoplastic insulator housing —
UL94V-0 rated.

• Gold and silver plated terminals
available in addition to standard tin
plating.

• Hot stamped terminal marking
available.

• Test points for direct reading built
into many connectors.
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ONE PIECE CONNECTORS

CONNECTOR INDEX

 

2,5mm Surface Mount with Screwless Clamp ..........................8

3,5mm Standard with Wire Protector ........................................9

3,5mm Standard with Tunnel Connection ..............................10

5mm Standard with Cage Clamp ......................................11, 14

5mm Standard with Wire Protector ..................................12, 15

5mm Standard with Tunnel Connection ..................................13

5mm High Profile with Cage Clamp ........................................16

5mm High Profile with Wire Protector ....................................17

5mm High Profile with Tunnel Connection ..............................18

5mm Angular with Cage Clamp ........................................19, 20

5mm Double Decker with Cage Clamp ............................21, 22

5,08mm Standard with Cage Clamp ......................................23

5,08mm Standard with Wire Protector ....................................24

5,08mm Angular with Cage Clamp..........................................25

5,08mm Angular with Wire Protector ......................................26

5,08mm Double Decker with Cage Clamp..............................27

5,08mm Standard with Screwless Clamp ..............................28

0.250" Standard with Cage Clamp..........................................29


