Tube/Wire Clips and Clamps

Tube Clamps | Tube Clips | Wire and Harness Clips | Wire, Cord and Cable Clamps

440.942.8856 Ph  440.946.4295 Fax  www.diecoinc.com

Die Co., Inc.
Quality Fourslide Stampings
Die Co., Inc.
Eastlake, OH
www.diecoinc.com

Page 2
Section E

Tube Clamps

MATERIAL: .025 THK. GALVANIZED
DCS – 1447

PART FURNISHED IN OPEN POSITION

MATERIAL: .031 THK. COLD ROLLED STEEL
DCS – 206

MATERIAL: .031 THK. COLD ROLLED STEEL
DCS – 459

MATERIAL: .031 THK. COLD ROLLED STEEL
DCS – 1408

MATERIAL: .031 THK. COLD ROLLED STEEL
DCS – 1459

MATERIAL: .023 THK. COLD ROLLED STEEL
DCS – 796

Die Co., Inc.
Eastlake, OH
www.diecoinc.com
**Tube Clamps**

**MATERIAL - .040 THK. ALUMINUM**

**DCS-491**

- .500 DIA.
- .035 I.R.
- .059
- .375 REF.

**PART TO BE SUPPLIED IN OPEN POSITION**

**MATERIAL - .032 THK. ALUMINUM**

**DCS-227**

- .56 DIA.
- .019
- .38
- .56 DIA. HOLE
  2 PLACES

**PART IS FURNISHED IN FREE POSITION**

**1/2” TUBE DIA. (APPROX.)**

**MATERIAL - .031 THK. COLD ROLLED STEEL**

**DCS-229**

- .276 DIA.
- .276 X .374 SLOT

**MATERIAL - .050 THK. ALUMINUM**

**DCS-456**

- .502
- .482
- .980
- R TYP.
- .697
- .311
- .244 X .382
  2 SLOTS
- .622
- .366
Tube Clamps

MATERIAL - .025 THK. SPRING STEEL
DCS - 720

MATERIAL - .025 THK. CRS 1/4 HARD
DCS - 281

MATERIAL - .028 THK. SPRING STEEL
DCS - 750

MATERIAL - .025 THK. CRS 1/4 HARD
DCS - 777

MATERIAL - .025 THK. CRS 1/4 HARD
DCS - 615

MATERIAL - .025 THK. SPRING STEEL
DCS - 1368

MATERIAL - .025 THK. CRS 1/4 HARD
DCS - 539

MATERIAL - .025 THK. CRS 1/4 HARD
DCS - 296
**Tube Clips**

- **I.D. TO SECURELY FIT A 0.255 O.D. TUBE**
  - MATERIAL: .015 THK. SPRING STEEL
  - DCS - 072
  - DCS - 990

- **.20 DIA. HOLE**
  - MATERIAL: .065 THK. COLD ROLLED STEEL
  - DCS - 245
  - TUBE CLAMP

- **.25 DIA.**
  - MATERIAL: .017 THK. SPRING STEEL
  - DCS - 224

- **.25 DIA.**
  - MATERIAL: .015 THK. SPRING STEEL
  - DCS - 261

---

**Key Measurements**

- **I.D.**
  - .38
  - .09
  - .34
  - .19

- **O.D.**
  - .38
  - .09
  - .34
  - .19

- **Hole Dia.**
  - .25
  - .56
  - .12
  - .22

- **IR**
  - .19
  - .19
  - .28
  - .44

- **IR ± .010**
  - .062

- **R.**
  - .280
  - .305
  - .210
  - .015
  - .165
  - .265
  - .330
  - .375

- **Dia.**
  - .10 TYP.
  - .34
  - .160
  - .10
  - .10 TYP.

- **Both Ends**
  - .34
  - .10
### Tube Clips

**MATERIAL - .020 THK. SPRING STEEL**

- **DCS - 318**
- **VINYL PLASTISOL COATING**
- **.030 THK. APPROX EACH SIDE (WHITE)**
- **.187 X .375 SLOT 2 PLCS.**

<table>
<thead>
<tr>
<th>DIA.</th>
<th>HOLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>.64</td>
<td>1.12</td>
</tr>
<tr>
<td>.69</td>
<td>.56</td>
</tr>
</tbody>
</table>

**MATERIAL - .020 THK. SPRING STEEL**

- **DCS - 320**
- **WHITE PLASTISOL COATING .030 ± .015 THK.**
- **VINYL PLASTISOL .030 THK. APPROX EACH SIDE (WHITE)**

<table>
<thead>
<tr>
<th>DIA.</th>
<th>HOLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>.64</td>
<td>1.12</td>
</tr>
<tr>
<td>.69</td>
<td>.56</td>
</tr>
</tbody>
</table>

**MATERIAL - .020 THK. SPRING STEEL**

- **DCS - 737**
- **.187 X .375 SLOT**

<table>
<thead>
<tr>
<th>DIA.</th>
<th>HOLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>.64</td>
<td>1.12</td>
</tr>
<tr>
<td>.69</td>
<td>.56</td>
</tr>
</tbody>
</table>

**MATERIAL - .020 THK. SPRING STEEL**

- **DCS - 405**
- **.187 X .375 SLOT 2 PLCS.**

<table>
<thead>
<tr>
<th>DIA.</th>
<th>HOLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>.64</td>
<td>1.12</td>
</tr>
<tr>
<td>.69</td>
<td>.56</td>
</tr>
</tbody>
</table>

**MATERIAL - .030 THK. SPRING STEEL**

- **DCS - 1156**
- **.187 X .375 SLOT**

<table>
<thead>
<tr>
<th>DIA.</th>
<th>HOLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>.64</td>
<td>1.12</td>
</tr>
<tr>
<td>.69</td>
<td>.56</td>
</tr>
</tbody>
</table>

**MATERIAL - .020 THK. SPRING STEEL**

- **DCS - 1280**
- **.187 X .375 SLOT**

<table>
<thead>
<tr>
<th>DIA.</th>
<th>HOLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>.64</td>
<td>1.12</td>
</tr>
<tr>
<td>.69</td>
<td>.56</td>
</tr>
</tbody>
</table>
## Wire Clips

### Typical Application

<table>
<thead>
<tr>
<th>D Wire Diameter</th>
<th>P Panel Range</th>
<th>A</th>
<th>L</th>
<th>J</th>
<th>K</th>
<th>N</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>.125 (Max.)</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>.013-.045</td>
<td>.000-.100</td>
<td>.80</td>
<td>.48</td>
<td>.41</td>
<td>.50</td>
<td>.013-.045</td>
<td>DCS-346</td>
</tr>
<tr>
<td>.013-.045</td>
<td>.000-.100</td>
<td>.85</td>
<td>.48</td>
<td>.41</td>
<td>.50</td>
<td>.013-.045</td>
<td>DCS-170**</td>
</tr>
<tr>
<td>.013-.060</td>
<td>.062-.099</td>
<td>.81</td>
<td>.48</td>
<td>.41</td>
<td>.50</td>
<td>.013-.060</td>
<td>DCS-016</td>
</tr>
<tr>
<td>.030-.050</td>
<td>.000-.060</td>
<td>.78</td>
<td>.45</td>
<td>.39</td>
<td>.50</td>
<td>.030-.050</td>
<td>DCS-293*</td>
</tr>
<tr>
<td>.030-.050</td>
<td>.000-.060</td>
<td>.70</td>
<td>.45</td>
<td>.39</td>
<td>.50</td>
<td>.030-.050</td>
<td>DCS-293*</td>
</tr>
<tr>
<td>.030-.055</td>
<td>.070-.130</td>
<td>.79</td>
<td>.48</td>
<td>.55</td>
<td>.50</td>
<td>.030-.055</td>
<td>DCS-530**</td>
</tr>
<tr>
<td>.040-.060</td>
<td>.000-.060</td>
<td>.73</td>
<td>.45</td>
<td>.39</td>
<td>.49</td>
<td>.040-.060</td>
<td>DCS-1481</td>
</tr>
<tr>
<td>.040-.090</td>
<td>.062-.099</td>
<td>.76</td>
<td>.50</td>
<td>.39</td>
<td>.50</td>
<td>.040-.090</td>
<td>DCS-194</td>
</tr>
<tr>
<td>.050-.090</td>
<td>.062-.099</td>
<td>.76</td>
<td>.50</td>
<td>.39</td>
<td>.50</td>
<td>.050-.090</td>
<td>DCS-228</td>
</tr>
</tbody>
</table>

** LEAD LIP

* BARB LOCATION

** DIA. WIRE
### Wire Clips

**TYPICAL APPLICATION**

<table>
<thead>
<tr>
<th>D Wire Diameter</th>
<th>P Panel Range</th>
<th>A</th>
<th>A1</th>
<th>A2</th>
<th>J</th>
<th>K</th>
<th>N</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>.090 (7 Max.)</td>
<td>.030-.080</td>
<td>.67</td>
<td>.64</td>
<td>.43</td>
<td>.30</td>
<td>.19</td>
<td>.000-.030</td>
<td>DCS-150</td>
</tr>
<tr>
<td></td>
<td>.030-.080</td>
<td>.67</td>
<td>.64</td>
<td>.43</td>
<td>.30</td>
<td>.19</td>
<td>.000-.035</td>
<td>DCS-572</td>
</tr>
<tr>
<td></td>
<td>.030-.080</td>
<td>.67</td>
<td>.64</td>
<td>.43</td>
<td>.30</td>
<td>.19</td>
<td>.030-.070</td>
<td>DCS-885</td>
</tr>
<tr>
<td></td>
<td>.030-.080</td>
<td>.67</td>
<td>.64</td>
<td>.43</td>
<td>.30</td>
<td>.19</td>
<td>.060-.080</td>
<td>DCS-393</td>
</tr>
<tr>
<td></td>
<td>.090</td>
<td>.67</td>
<td>.64</td>
<td>.42</td>
<td>.30</td>
<td>.19</td>
<td>.000-.030</td>
<td>DCS-174</td>
</tr>
<tr>
<td>.090 (12 Max.)</td>
<td>.013-.090</td>
<td>.83</td>
<td>.71</td>
<td>.40</td>
<td>.42</td>
<td>.29</td>
<td>.000-.030</td>
<td>DCS-050</td>
</tr>
<tr>
<td></td>
<td>.013-.090</td>
<td>.83</td>
<td>.67</td>
<td>.40</td>
<td>.42</td>
<td>.29</td>
<td>.000-.040</td>
<td>DCS-684</td>
</tr>
<tr>
<td></td>
<td>.013-.090</td>
<td>.83</td>
<td>.71</td>
<td>.40</td>
<td>.42</td>
<td>.29</td>
<td>.010-.050</td>
<td>DCS-795</td>
</tr>
<tr>
<td>.125 (3 Max.)</td>
<td>.020-.060</td>
<td>.69</td>
<td>.63</td>
<td>.44</td>
<td>.30</td>
<td>.23</td>
<td>.040-.080</td>
<td>DCS-1176</td>
</tr>
<tr>
<td></td>
<td>.165</td>
<td>.67</td>
<td>.64</td>
<td>.33</td>
<td>.30</td>
<td>.19</td>
<td>.015-.045</td>
<td>DCS-221</td>
</tr>
<tr>
<td>.280 (1 Max.)</td>
<td>.100-.120</td>
<td>.69</td>
<td>.63</td>
<td>.42</td>
<td>.30</td>
<td>.23</td>
<td>.120-.160</td>
<td>DCS-897</td>
</tr>
<tr>
<td></td>
<td>.100-.120</td>
<td>.69</td>
<td>.63</td>
<td>.42</td>
<td>.30</td>
<td>.30</td>
<td>.120-.160</td>
<td>DCS-1257</td>
</tr>
<tr>
<td></td>
<td>.100-.120</td>
<td>.69</td>
<td>.63</td>
<td>.42</td>
<td>.30</td>
<td>.23</td>
<td>.120-.160</td>
<td>DCS-1306*</td>
</tr>
<tr>
<td></td>
<td>.100-.120</td>
<td>.69</td>
<td>.60</td>
<td>.42</td>
<td>.31</td>
<td>.21</td>
<td>.120-.160</td>
<td>DCS-1452*</td>
</tr>
<tr>
<td>.343 (1 Max.)</td>
<td>.080-.170</td>
<td>.81</td>
<td>.80</td>
<td>.41</td>
<td>.45</td>
<td>.27</td>
<td>.020-.060</td>
<td>DCS-105</td>
</tr>
</tbody>
</table>

* Stainless Steel
MATERIAL: .020 THK. SPRING STEEL
DCS – 667

MATERIAL: .020 THK. SPRING STEEL
DCS – 856

MATERIAL: .015 THK. SPRING STEEL
DCS – 368

MATERIAL: .017 THK. SPRING STEEL
DCS – 316
# Harness Clips

<table>
<thead>
<tr>
<th>Wire Diameter</th>
<th>Panel Range</th>
<th>A</th>
<th>H</th>
<th>L</th>
<th>K</th>
<th>J</th>
<th>Part Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>.125 (10 Max.)</td>
<td>.005-.025</td>
<td>.86</td>
<td>.42</td>
<td>.270</td>
<td>.38</td>
<td>.360</td>
<td>DCS-235</td>
</tr>
<tr>
<td></td>
<td>.010-.030</td>
<td>.98</td>
<td>.40</td>
<td>.235</td>
<td>.28</td>
<td>.375</td>
<td>DCS-900</td>
</tr>
<tr>
<td></td>
<td>.010-.030</td>
<td>.98</td>
<td>.40</td>
<td>.235</td>
<td>.34</td>
<td>.375</td>
<td>DCS-200</td>
</tr>
<tr>
<td></td>
<td>.035-.045</td>
<td>.98</td>
<td>.40</td>
<td>.235</td>
<td>.33</td>
<td>.355</td>
<td>DCS-204</td>
</tr>
</tbody>
</table>

**MATERIAL**– .017 THK. SPRING STEEL

**DCS– 385** FLEXIBLE CONDUIT CLIP

**DCS– 475** FLEXIBLE CONDUIT CLIP

**DCS– 1030** CLIP

**MATERIAL**– .017 THK. SPRING STEEL

**GAP**

**L.R.**
Wire Clips

MATERIAL: .017 THK. SPRING STEEL
DCS – 086

MATERIAL: .020 THK. SPRING STEEL
DCS – 097

MATERIAL: .017 THK. SPRING STEEL
DCS – 1479

MATERIAL: .020 THK. SPRING STEEL
DCS – 085
Wire Clamps

MATERIAL – .031 THK. G60 GALVINIZED
DCS – 256

MATERIAL – .031 THK. G60 GALVINIZED
DCS – 291
MATERIAL – .024 THK. COLD ROLLED STEEL  
DCS – 189

MATERIAL – .020 THK. SPRING STEEL  
DCS – 211
Cable Clamps

**MATERIAL – .031 THK. COLD ROLLED STEEL**

**DCS – 067**

<table>
<thead>
<tr>
<th>Part to be furnished in open position</th>
</tr>
</thead>
<tbody>
<tr>
<td>.203 Dia. 2 Holes</td>
</tr>
<tr>
<td>.38</td>
</tr>
<tr>
<td>.18</td>
</tr>
<tr>
<td>.05</td>
</tr>
<tr>
<td>.25</td>
</tr>
<tr>
<td>.19</td>
</tr>
</tbody>
</table>

**MATERIAL – .031 THK. COLD ROLLED STEEL**

**DCS – 191**

<table>
<thead>
<tr>
<th>Part to be furnished in open position</th>
</tr>
</thead>
<tbody>
<tr>
<td>.200 Dia. HOLE</td>
</tr>
<tr>
<td>.38</td>
</tr>
<tr>
<td>.190</td>
</tr>
<tr>
<td>.197</td>
</tr>
<tr>
<td>.197</td>
</tr>
<tr>
<td>.250</td>
</tr>
</tbody>
</table>

**MATERIAL – .031 THK. COLD ROLLED STEEL**

**DCS – 1313**

<table>
<thead>
<tr>
<th>Part to be furnished in open position</th>
</tr>
</thead>
<tbody>
<tr>
<td>.200 Dia. HOLE</td>
</tr>
<tr>
<td>.38</td>
</tr>
<tr>
<td>.190</td>
</tr>
<tr>
<td>.197</td>
</tr>
<tr>
<td>.197</td>
</tr>
<tr>
<td>.250</td>
</tr>
<tr>
<td>.200</td>
</tr>
</tbody>
</table>

46°

.75 APPROX.