8 PIN OCTAL SOCKET ASSEMBLIES

PHYSICAL PROPERTIES

208BR, 218BR, 318BR
RATING: 10A, 150V
SCREWS: #4-40 zinc plated with clear chromate, with wire clamp
WIRE RANGE: 14-22 AWG
MOUNTING: 208BR, 218BR: TK/TK2D Series SNAPTRACK® channel
318BR: 2TK/2TK2D Series SNAPTRACK® channel
BAILS: RB1, TB1 (see accessory page this section)

608BR
RATING: 10A, 250V
SCREWS: #6-32 zinc plated with wire clamp
WIRE RANGE: 12-22 AWG
MOUNTING: TK/TK2D Series SNAPTRACK® channel
BAILS: RB1, TB1 (see accessory page this section)

SM8
RATING: 10A, 300V
MATERIAL: ABS
FLAMMABILITY: UL94V-0
CONTACTS: Tin over copper-plated phosphor-bronze
SCREWS: #6-32 zinc plated with clear chromate with wire clamping plates
WIRE RANGE: 12-22 AWG
MOUNTING: 2TK/2TK2D Series SNAPTRACK® channel
MAX. OPERATING TEMPERATURE: 60°C

Ordering Information:

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>TRACK SIZE</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>208BR</td>
<td>TK/TK(2D)</td>
<td>3.16</td>
<td>80,3</td>
<td>1.13</td>
<td>28.7</td>
</tr>
<tr>
<td>218BR</td>
<td>TK/TK(2D)</td>
<td>3.16</td>
<td>80,3</td>
<td>1.13</td>
<td>28.7</td>
</tr>
<tr>
<td>318BR</td>
<td>2TK(2D)</td>
<td>2.90</td>
<td>73,7</td>
<td>1.13</td>
<td>28.7</td>
</tr>
<tr>
<td>608BR</td>
<td>TK(2D)</td>
<td>3.16</td>
<td>80,3</td>
<td>1.13</td>
<td>28.7</td>
</tr>
<tr>
<td>SM8</td>
<td>2TK2</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
</tbody>
</table>

Note: SM8 is a molded product with mounting holes provided.
11 PIN SOCKET ASSEMBLIES

PHYSICAL PROPERTIES

211BR, 311BR
RATING: 10A, 150V
SCREWS: #4-40 zinc plated with clear chromate with wire clamps.
WIRE RANGE: 14-22 AWG
MOUNTING:
   211BR: TK Series SNAPTRACK® channel
   311BR: 2TK/2TK2D Series SNAPTRACK® channel
BAILS: RB1, TB1 (see accessory page this section)

611BR
RATING: 10A, 250V
SCREWS: #6-32 zinc plated with clear chromate, with wire clamps.
WIRE RANGE: 12-22 AWG
MOUNTING: TK/TK2D Series SNAPTRACK® channel
BAILS: RB1, TB1 (see accessory page this section)

SM11
RATING: 10A, 300V
MATERIAL: ABS
FLAMMABILITY: UL94V-0
MAX. OPERATING TEMPERATURE: 60°C
CONTACTS: Tin over copper-plated phosphor-bronze.
SCREWS: #6-32 zinc plated with clear chromate, with wire clamps.
WIRE RANGE: 12-22 AWG
MOUNTING: 2TK/2TK2D Series SNAPTRACK® channel
BAILS: RB5 (see accessory page this section)

Ordering Information:

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>TRACK SIZE</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>211BR</td>
<td>TK(2D)</td>
<td>(3.16)80.3</td>
<td>(1.13)28.7</td>
<td>(2.13)54.1</td>
<td>(1.18)46.0</td>
</tr>
<tr>
<td>311BR</td>
<td>TK(2D)</td>
<td>(2.90)73.7</td>
<td>(1.13)28.7</td>
<td>(2.13)54.1</td>
<td>(1.18)46.0</td>
</tr>
<tr>
<td>611BR</td>
<td>TK(2D)</td>
<td>(3.16)80.3</td>
<td>(1.13)28.7</td>
<td>(2.75)69.9</td>
<td>(2.30)60.5</td>
</tr>
<tr>
<td>SM11</td>
<td>2TK</td>
<td>—</td>
<td>—</td>
<td>—</td>
<td>—</td>
</tr>
</tbody>
</table>

Note: SM11 is a molded product with mounting holes provided.
**16 PIN MINIATURE SOCKET ASSEMBLIES**

**PHYSICAL PROPERTIES**
- **Rating:** 5A, 150V
- **Max. Operating Temperature:** 105°C
- **Screws:** #4-40 zinc plated with captive wire clamping plate
- **Wire Range:** 14-22 AWG
- **Mounting:** Fits TK Series SNAPTRACK® channel
- **Bails:** 204BS-RB4 (see accessory page this section)

---

**Ordering Information:**

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>FITS</th>
<th>RELAY</th>
<th>TRACK SIZE</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>202BS</td>
<td>2PDT</td>
<td>TK</td>
<td>(3.16) 80.3</td>
<td>(1.00)</td>
<td>25.4</td>
<td>(1.50)</td>
<td>38.1</td>
</tr>
<tr>
<td>204BS</td>
<td>4PDT</td>
<td>TK</td>
<td>(3.16) 80.3</td>
<td>(1.00)</td>
<td>25.4</td>
<td>(2.50)</td>
<td>63.5</td>
</tr>
</tbody>
</table>

Note: Holes provided for bails.
14 PIN MINIATURE SOCKET ASSEMBLIES

PHYSICAL PROPERTIES
RATINGS: 5A, 150V

214BS, 314BS
Screws: #4-40 zinc plated with clear chromate, with captive wire clamping plate
Wire Range: 14-22 AWG
Mounting:
- 214BS fits TK/TK2D Series SNAPTRACK® channel
- 314BS fits 2TK/2TK2D

614BS
Screws: #6-32 zinc plated with clear chromate, with wire clamp
Wire Range: 12-22 AWG
Mounting: 214BS fits TK/TK2D Series SNAPTRACK® channel

Ordering Information:

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>FITS</th>
<th>TRACK SIZE</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
</tr>
</thead>
<tbody>
<tr>
<td>214BS</td>
<td>4PDT</td>
<td>TK(2D)</td>
<td>(3.16)80,3</td>
<td>(1.06)26,9</td>
<td>(2.50)63,5</td>
<td>(2.13)54,0</td>
</tr>
<tr>
<td>314BS</td>
<td>4PDT</td>
<td>2TK(2D)</td>
<td>(2.90)73,7</td>
<td>(1.06)26,9</td>
<td>(2.50)63,5</td>
<td>-</td>
</tr>
<tr>
<td>614BS</td>
<td>4PDT</td>
<td>TK(2D)</td>
<td>(3.16)80,3</td>
<td>(1.13)28,7</td>
<td>(2.75)69,9</td>
<td>-</td>
</tr>
</tbody>
</table>

Notes: Holes provided for bails.
11 PIN
SQUARE SOCKET ASSEMBLIES

PHYSICAL PROPERTIES

608BS, 611BS
RATING: 10A, 250V
SCREWS: #6-32 zinc plated with clear chromate, with wire clamp.
WIRE RANGE: 12-22 AWG
MOUNTING: Fits TK/TK2D Series SNAPTRACK® channel

211BS
RATING: 10A, 150V
SCREWS: #4-40 zinc plated with clear chromate, with wire clamp.
WIRE RANGE: 14-22 AWG
MOUNTING: Fits TK/TK2D Series SNAPTRACK® channel

Ordering Information:

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>FITS RELAYS</th>
<th>TRACK SIZE</th>
<th>A</th>
<th>B</th>
<th>C</th>
</tr>
</thead>
<tbody>
<tr>
<td>211BS</td>
<td>SPDT, DPDT</td>
<td>TK(2D)</td>
<td>3.16</td>
<td>0.3</td>
<td>2.13</td>
</tr>
<tr>
<td>608BS</td>
<td>3PDT</td>
<td>TK(2D)</td>
<td>3.16</td>
<td>0.3</td>
<td>2.00</td>
</tr>
<tr>
<td>611BS</td>
<td>DPDT, 3PDT</td>
<td>TK(2D)</td>
<td>3.16</td>
<td>0.3</td>
<td>2.50</td>
</tr>
</tbody>
</table>

Dimensions shown are for reference only. Dimensions are in millimeters.
**INDIVIDUAL SOCKETS**

**Physical Properties**

**Ratings:** 10A/300V  
**Housing Material:** Thermoplastic polyester  
**Flammability:** UL94V-0  
**Color:** Black  
**Max. Operating Temperature:** 130°C  
**Contacts:** Phosphor-bronze, bright acid-tin plated

---

**Dimensions shown are for reference only. Dimensions are in millimeters.**

---

**Ordering Information:**

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>PHOTO</th>
<th>FITS RELAYS</th>
</tr>
</thead>
<tbody>
<tr>
<td>8S- SOCKET</td>
<td></td>
<td>2PDT</td>
</tr>
<tr>
<td>11S- SOCKET</td>
<td></td>
<td>3PDT</td>
</tr>
<tr>
<td>21S- SOCKET</td>
<td></td>
<td>2PDT</td>
</tr>
<tr>
<td>41S- SOCKET</td>
<td></td>
<td>4PDT</td>
</tr>
<tr>
<td>14S- SOCKET</td>
<td></td>
<td>4PDT</td>
</tr>
<tr>
<td>8R- SOCKET</td>
<td></td>
<td>8 pin octal</td>
</tr>
<tr>
<td>11R- SOCKET</td>
<td></td>
<td>11 pin</td>
</tr>
</tbody>
</table>